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1.  When the edge of blanket located between the two black sensors, it means 

blanket in the center position, at this time, the actuator locates in the center 
as well, the red light on the center sensor will be on. 

 2. If the blanket off trace and moving toward to right. The actuator will be on 
and moving to right as well, the process of auto aligning start, the maximum 
travel distance should be limit by right sensor, as Image #3 shows. If the gap 
between sensor and metal strip is too much, so that, when actuator moving 
right, and the sensor will be not able to detect the metal strip. And then, 
actuator keep moving and over the right sensor, the power will be overload, 
and machine will be repeatedly off and on.

3. If the blanket off trace and moving toward to Left. Same thing. 

              

1. Need 2 people together for testing
2. Test the right sensor first.

2.1 Block the two black sensors, it acts as the blanket off trace to right side. 
2.2 The actuator will keep moving toward to right, it takes several minutes 

before moving to maximum/under the right sensor. 
2.3 If it stops under the right sensor, and the red light on sensor is on, it 

working.
2.4 If it does not stop when pass the right sensor, it requires to get any 

metal tool close with the sensor immediately and keeping, when the 
red light on, actuator will stop moving, and then reduce the height of 
sensor, but ensure it will not hit the metal strip, just reduce the gap 
between sensor and metal strip.  

              

Solution: 
Image #1 Image #2 Image #3
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3.1 Release the two black sensors and moving them to right side, ensure 

the edge of blanket on the left side of the black sensor. It acts as blan-
ket moving toward left. 

3.2 The actuator will keep moving toward to left, it takes several minutes 
before moving to maximum/under the right sensor. 

3.3 If it stops under the left sensor, and the red light on sensor is on, it 
working.

3.4 If it does not stop when pass the left sensor, it requires to get any metal 
tool close with the sensor immediately and keeping, when the red light 
on, actuator will stop moving, and then reduce the height of sensor, 
but ensure it will not hit the metal strip, just reduce the gap between 
sensor and metal strip. 

4. Set the black sensors as original. (Image #5)

Image #4 Image #5
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