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Basic Operation Steps of Laser Cutting Machine and 

Maintenance 
 

How to Turn On the Machine?  

1. Turn the laser power knobs to the left to the minimum before turning on the power; turn on the power of 

the main unit and the water tank.  

2. Turn the main power switch to the right and press the “Start” button. The device will automatically reset. 

After the reset is completed, confirm whether the air pump is blowing, whether the chiller is turned on, 

and whether the water flow is smooth.  

3. Place the fabric on the fabric rack at the back of the unit and press “down” to rotate the belt forward to 

flatten the fabric.  

4. Slowly turn up the laser power knobs to the right to start working.  

How to Turn Off the Machine?  

1. First adjust the laser power knob to the left to the minimum, press the main power switch button to cut 

off the power; unplug the power plug if it is not used for a long time.  

 

Daily Maintenance and Precautions:  

1. Everyday lean rail beam with fuel. Wipe the area where the guide rails on both sides are in contact with 

the rollers with a dry cotton cloth, and wipe with a clean cotton cloth and sewing machine oil.  

2. Every 3 days clean the mirror and focusing mirror. Use a dedicated lens paper or medical cotton swab 

dipped in alcohol along the center of the lens to the edge, including the focusing lens in the metal head of 

the laser tube.  

3. Every month regularly replace the air conditioning water tank circulating water, and clean the air 

conditioning water tank dust cover. The quality of the circulating water and the temperature of the water 

directly affect the life of the laser tube. Always use pure water. The temperature in winter is below zero, 

please replace the antifreeze in advance. The lifespan of laser tube is usually 1.5 or 2 years, which is 

related to the frequency of use and the water quality of the chiller 

4. Every 15 days clean the fan outlet, and open the fan cover every six months to completely clean the 

inside of the fan.  

5. Every month clean the waste bin with a vacuum cleaner.  

6. Every six months clean the sponge inside the air pump.  
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